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Engine Oil Licensing and Gentification System

SCHEDULE A - LICENSE AGREEMENT

SCHEDULE A - LICENSE AGREEMENT
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Statement of Quality

DEOGEN Premium Diesel dils 15W-40
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DEOGEN Premium Diesel Oils 15W-40
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Brand Certificate of License

Issuedto | General Petroleum FZE

specited o

Brand Lcense o | D1I0AAAG29T Blender Lcnse o | D13001AC287
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Volvo Group Truc
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STD 417-0002 approval

Company name:*
Product name:*
Oil code(s)
Viscosity grade:

Approval date:

(General Petroleum FZE
DEOGEN Diesel 15W-40

15W-40

[Volvo VDS-3 approval Yes
Mack EG-N approval
[Renault VI RLD-2 approval Yes

July 3, 2018 Approval #: 417-0002-18-1734

Validity: Approval expires two years after the approval date.
For approval extension, a complete and updated approval form must be
submited at the expiry date % two months.

Signed: Volvo Group Trucks Technology

7 22

Bengt Otterholm
Lubricants Coordinator

Disclaimer: This

approval is solely based on information submitted by the applicant and no further

[quality check is made by Volvo. Hence, Volvo takes no responsibilty to ensure that the quality of ths
product is continuously maintained. This is the sole responsibilly of the Company (see above).
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SAN PHAM

General Petroleum ¢ chudi sdn pham phong
phu, chét lwong dang cap thé giéi st dung cho cac
loai 6t0 hién dai, may ndng nghiép, xe tai nang,
nhdt hang hai, & cac loai nhét chuyén ding

cho c&c nganh cdng nghiép.

PEIROGEN

Dau nhét dong co xdng

DEOGEN

Dau nhét dong co’ dau diesel

SENCROGEN

Nhét hop so6 & hop so6 tw dong

Dau nhét xe M6to

Fol
INCeEN

Dau nhét céng nghiép

Mo boi tron

GLYCBGEN

D&u thang/chat chong dong/nwéc lam mat

marGen

Nhét hang hai

iMung’




} .

rPETROGEN

' Petrol Engine Oil
| Nhét dong co xang xe Oto

SETROGENA |

FULLY SYNTHETIC

ETROGEN

PREMIUM

PETROGEN

20W-50
API SM

20W-50

APIsGisFic
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DAU NHOT CAO CAP PETROGEN

Nhé&t dong co xdng xe Ot6

Tiéu chuan ky thuat: Tiéu chuén ky thuat: Tiéu chuan ky thuat:

API SM/CF, ILSAC GF-4, ACEA A2/B2, API SM/CF, ILSAC GF-4, API SL/CF, ILSAC GF-3, ACEA A2/B2,

JASO MA, MIL-L46152B, MIL-L2104D ACEA A3/B3-96, . JASO MB,MIL-L46152B, MIL-L2104D
JASO MA

PETROGEN PREMIUM 20W50 SM/ 10W40 SM/ 20W50 SL 1a cac loai dau doéng co da cap duoc thiét ké dac
biét véi chirc ndng bao vé déng co vwot troi va hiéu suat tuyét voi khi ddng co chay trong diéu kién khac nghiét.
N6 dwoc san xuat bang cac loai dau gbc thwong hang va dwoc cliing ¢b thém bang cac hé théng phu gia tién tién
mang lai sw 6n dinh nhiét va oxy hoa d&c biét & dam bao dd day I&p dau téi thiéu & nhiét d6 van hanh rat cao, kiém
soat can lang tuyét voi va gidm thiéu hao mon déng co.

-
o= |

Pac tinh Phuwong phap thir | 20W50 SM L Déc tinh Phwong phap thte | 10W40 SM T Bac tinh Phwong phap thir 20W50 SL

1. Appearance Visual B&C 1. Appearance Visual B&C 1. Appearance Visual B&C
2. Water Crackle Hot Plate Nil 2. Water Crackle Hot Plate 2.5 2. Water Crackle Hot Plate L3.0
3. Color ASTM D-1500 T 3. Color ASTM D-1500 0.678 3. Color ASTM D-1500 0.886
4, Density @15C, gm/cm3 | ASTM D-1298 157.48 4, Density @15C, gm/cm3 | ASTM D-1298 104.24 4. Density @15C, gm/cm3 | ASTM D-1298 156.26
5. Viscosity@40C, cSt ASTM D-445 18.86 5. Viscosity@40C, cSt ASTM D-445 14.76 5. Viscosity@40C, cSt ASTM D-445 18.80
6. Viscosity @ 100 C, St ASTM D-445 136 6. Viscosity @ 100 C, St ASTM D-445 147 6. Viscosity @ 100 C, St ASTM D-445 136
7. Viscosity Index ASTM D-2270 6.2 7. Viscosity Index ASTM D-2270 1.5 7. Viscosity Index ASTM D-2270 6.2
8. TBN, mg KOH/gm ASTM D-2896 242 8. TBN, mg KOH/gm ASTM D-2896 234 8. TBN, mg KOH/gm ASTM D-2896 240
9. Flash Point, COC, C ASTM D-92 -33 9. Flash Point, COC, C ASTM D-92 -33 9. Flash Point, COC, C ASTM D-92 -30
10. Pour Point, C ASTM D-97 6282 10. Pour Point, C ASTM D-97 6282 10. Pour Point, C ASTM D-97 8481
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SYNTHETIC - DAU GOC TONG HOP PETROGEN

Nhé&t dong co xdng xe Oto

Tiéu chuan ky thuat: Tiéu chuén ky thuat: Tiéu chuan ky thuat:

ACEA C2-12, API SN, MB 229.31, ACEA C3, API SN, MB-Approval 229.31, API SN, ACEA C2/C3, ILSAC GF-5,

Jaguar Land Rover 51.5122, MB-Approval 229.51, MB-Approval 229.31, MB-Approval 229.51,

MB-Approval 229.71, Porsche C20, MB-Approval 229.52, PORSCHE C30, MB-Approval 229.52, VW 504 00, VW 507 00, GM dexos2™,
VW 508 00, VW 509 00 VW 504 00, VW 507 00 Porsche C30, PSA B712290

PETROGEN SYNTHETIC 0W20/ OW30/ 5W30 API SN la diu dong co tbng hop hiéu suat tién tién nhat, dwoc san xuat
tr dau gbc tdng hop 100% va phu gia chat lwong cao, dé bao vé dong co tdi da va tang hiéu suat trong moi diéu kién hoat déng.
Puoc thiét ké dac biét dé st dung phu hop véi cac hé théng kiém soat khi thai DPF (Diesel Particulate Filter) va bd loc TWC
(Three Way Catalyst) giup hé théng nay luén trong diéu kién td6i wu. V&i céng thirc tién tién giop déng co
tiét kiém nhién liéu, ngay ca trong diéu kién khac nghiét va diém ndi bat cia san pham la diu nhét bdi tron
ngay lap tec cac bd phédn déng co khi kh&i déng & nhiét doé thap, giup tang tudi tho déng co.
PETROGEN SYNTHETIC 0W20/ OW30/ 5W30 API SN cé dd 6n dinh oxy héa nhiét rat tét, ngan chan hiéu qua sw hinh thanh
bun va can trong qua trinh hoat déng.

™ Dac tinh Phwong phap thee | QW20 Ll Pic tinh Phwong phap thir | QW30 T Pac tinh Phwong phap thir | 5W30
1. Appearance Visual B&C 1. Appearance Visual B&C 1. Appearance Visual B&C
2. Color ASTM D-1500 3.0 2. Color ASTM D-1500 3.0 2. Color ASTM D-1500 3.0

3. Density @15 C, g/ml ASTM D-4052 0.84 3. Density @15 C, g/ml ASTM D-4052 0.84 3. Density @15 C, g/ml ASTM D-4052 0.84
4. Viscosity @ 40C, ¢St ASTM D-445 43.52 4. Viscosity @ 40C, cSt ASTM D-445 64.58 4, Viscosity @ 40C, cSt ASTM D-445 66.28
5. Viscosity @ 100C, cSt ASTM D-445 8.24 5. Viscosity @ 100C, cSt ASTM D-445 11.20 5. Viscosity @ 100C, cSt ASTM D-445 11.46
6. Viscosity Index ASTM D-2270 167 6. Viscosity Index ASTM D-2270 168 6. Viscosity Index ASTM D-2270 168
7. TBN, mg KOH/gm ASTM D-2896 7.7 7. TBN, mg KOH/gm ASTM D-2896 7.8 7. TBN, mg KOH/gm ASTM D-2896 7.8
8. Flash Point, COC, C ASTM D-92 220 8. Flash Point, COC, C ASTM D-92 222 8. Flash Point, COC, C ASTM D-92 224
9. Pour Point, C, ASTM D-97 -42 9. Pour Point, C, ASTM D-97 -42 9. Pour Point, C, ASTM D-97 -42
10. CCS Viscosity (mPa.s ASTM D-5293 5128 10. CCS Viscosity (mPa.s ASTM D-5293 5426 10. CCS Viscosity (mPa.s ASTM D-5293 5982
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DEOGEN

10W-40 ? | 20W-50

API CI-4/SL ) API CF-4

DEOCGEN]

Diesel Engine Oil

Dau nhét dong co diesel
xe tai nang & tau danh ca
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PEOGEN

Tiéu chuén ky thuat:

API SJ, ACEA E2, MAN 271, MB Approval 228.1,
Volvo VDS, MIL-L-2104E, Allison C4,
Cummins CES 20075

API CF-4

Tiéu chuan ky thuat:

ACEA E2, MIL.L. 46152B, MB Approval 228.0,
MAN 270, Detroit Diesel typ 1 & 2 for series 53,

71, 92, 110 and 149 marine

DAU NHOT BONG CO DIESEL

Tiéu chuan ky thuat:

API SJ, MB Approval 228.1, Volvo VDS-3,
MAN 271, Caterpillar ECF-1a, Mack EO-K/2,
Cummins CES 20075, Allison C4

DEOGEN STANDARD 20W50 CF4 |a dau déng co diesel hiéu suét cao, vuot
qua tiéu chuan AP| CF-4. San pham co6 tudi tho hoat dong dai. N6 gitp lam
sach dong co tuyét v bang cong nghé xt ly can Carbon tién tién, lam giam
ma sat, chbng mai mon, tiét kiém chi phi bao tri déng co.

T Pac tinh Phwong phap ther | 20W50 (CF-4) 20W50 (CF)
1. Appearance VISUAL B&C
2. Color ASTM D-1500 L35
3. Density @ 15C,g/ml ASTM D-4052 0.88
4. Viscosity @ 40C, ¢St ASTM D-445 187.56
5. Viscosity @ 100C, ¢St ASTM D-445 19.62
6. Viscosity Index ASTM D-2270 120

7. TBN, mg KOH/gm ASTM D-2896 8.0

8. Flash Point, COC, C ASTM D-92 250

9. Pour Point, C, ASTM D-97 224
10. CCS Viscosity (mPa-s) ASTM D-5293 8642

20W-50
APl CH-4

["Deocen

20W-50

APICH-4

DEOGEN STANDARD 20W50 CH-4 1a dau déng co chat
lwong cao dwoc san xuéat tir dau khoang cao cap, dac biét
dwoc khuyén dung cho xe tai nang, nha may va tau danh ca
xa bo. V&i cong nghé méi nhat, loai dau nay phu hop tuyét
vOi v&i déng co diesel hut khi ty nhién va tang ap. DEOGEN
STANDARD 20W50 CH4 c6 kha nang téy rira va phan tan
cao gilp gidm can budng dbt va chdng dinh vong xilanh,
ngan ngtra can Carbon, gitp dong co chéng mai mon & ri
sét.

T Dic tinh Phwong phap tht 20W50 (CH-4)
1. Appearance VISUAL B&C
2. Color ASTM D-1500 L4.0
3. Density @ 15C,g/ml ASTM D-4052 0.88
4, Viscosity @ 40C, ¢St ASTM D-445 175.42
5. Viscosity @ 100C, cSt ASTM D-445 19.5
6. Viscosity Index ASTM D-2270 128

7. TBN, mg KOH/gm ASTM D-2896 10.0
8. Flash Point, COC, C ASTM D-92 238

9. Pour Point, C, ASTM D-97 -27
10. CCS Viscosity (mPa-s) ASTM D-5293 8262
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PEOGEN

Tiéu chuan ky thuat: Tiéu chuan ky thuat:

ACEA E7-16, MB Approval 228.3, MAN 3275, Volvo VDS-3,
Deutz DQC 111, MTU 2.0, MACK EO-M+, Cummins CES
20078/77, Caterpillar ECF-2, Renault RLD-2, JASO DH-1,
Global DHD-1

JASO DH-1, Global DHD-1

ACEA E7-16, ACEA A3/B4, MB Approval 228.3, MAN 3275,
Volvo VDS-3, Deutz DQC 111, MTU 2.0, MACK EO-M +,
Cummins CES 20078/77, Caterpillar ECF-2, Renault RLD-2,

API CI-4/SL

API CI-4/SL API CI-4/SL

DEOGEN SEMI SYNTHETIC |a sy pha tron gitra dau gbc téng hop, dau khoang
cao cap va cac chat phu gia tién tién. Dau déng co’ nay chira chat phan tan va
chat tay rira hiéu qua gitp gilr cho ddng co’ ludn sach. N6 dwoc tdng cworng phu
gia (rc ché oxy hoa lam &n mon, trc ché bot dé bao vé ddng co khéng tray xwéc.

DAU NHOT BONG CO DIESEL

Tiéu chudn ky thuat:

ACEA E7-16, ACEA A3/B4, MB Approval 228.3, MAN 3275,
Volvo VDS-3, Deutz DQC 111, MTU 2.0, MACK EO-M+,
Cummins CES 20078/77, Caterpillar ECF-2, Renault RLD-2,
JASO DH-1, Global DHD-1

15W-40

DEOGEN

API CI-4/SL

15W-40

API CI-4/SL

DEOGEN PREMIUM 15W40 Cl-4 & CI4/SL la diu dong co
diesel hiéu suat cao va vuot qua tiéu chuan API Cl-4/SL. Dau
déng co nay chira chat phan tan va chét tay rira hiéu qua gitp
gitr cho déng co’ luén sach. N6 dwoc tdng cuérng phu gia trc ché
oxy hda lam &n mon, (rc ché bot dé bao vé dong co khong tray

Sr. No. Characteristics Test Method | 10W30 |10W40
1. Appearance Visual B&C B&C
2. Color ASTM D-1500 L3.5 L3.5
3. Density @15 C, g/ml ASTM D-4052 0.86 0.86
4. Viscosity @ 40C, cSt ASTM D-445 67.82 98.42
5. Viscosity @ 100C, cSt ASTM D-445 10.92 14.46
6. Viscosity Index ASTM D-2270 152 152
7. TBN, mg KOH/gm ASTM D-2896 12.0 12.0
8. Flash Point, COC, C ASTM D-92 242 246
9. Pour Point, C, ASTM D-97 -36 -33

CCS Viscosity (mPa-s) ASTM D-5293 5268 5862

xXuwoc.

Sr. No. Characteristics Test Method | 15W40
1. Appearance Visual B&C
2. Color ASTM D-1500 3.5
3. Density @15 C, g/ml ASTM D-4052 0.87
4, Viscosity @ 40C, cSt ASTM D-445 104.24
5. Viscosity @ 100C, cSt ASTM D-445 14.60
6. Viscosity Index ASTM D-2270 145
7. TBN, mg KOH/gm ASTM D-2896 12.0
8. Flash Point, COC, C ASTM D-92 250
9. Pour Point, C, ASTM D-97 30

10. CCS Viscosity (mPa-s) ASTM D-5293 6216
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DEXTRON-II \ . 80W90

ki =P¥8 DAiu hop sb
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DAU HOP SO - MTF (Manual Transmission Fluid)

DAU HOP SO
Tiéu chuan ky thuat: Tiéu chudn ky thuat:
MIL-L-2105D, MAN 342 M2, ZF TE-ML 05A/7A/12E/16B/C MIL-L-2105D, MAN 342 M2, ZF TE-ML 05A/7A/12E/16B/C
& D/17B/19B/21A, Scania STO 1:0, MB-Approval 235.0, & D/17B/19B/21A, SAE J2360, SCANIA STO-1:0,
MACK GO-J, BOSCH TE-ML 08 Mack GO-J, SAE J2360

85W140

SUNCROGEN
| MTF

SYNCROGEN
‘ MTF

GL-5

80W90

API GL-5

85W-140

APIGL-5

SYNCROGEN MTF SAE 80W90/ 85W140 GL-5 la cac loai dau hdp sd dwoc st dung trong ca hdp so ciing nhw trong
cac 6 dia, st dung & nhirng thiét bi dwoc quy dinh dau chat lwong APl GL-5. San phdm chira cac chat phu gia dac biét
lam gidm mirc tiéu thu nhién liéu va loai bd cac van dé& khi chuyén sb. Voi cdng thirc doc dao né khéng chi
gitp hop sb chdng bi mai mon, tao bot khi & nhiét d6 cao ma con gilp chdng lai qué trinh oxy hoéa nhiét.
SYNCROGEN MTF SAE 80W90/ 85W140 GL-5 c6 cac dac tinh EP (Ap lwc cuc cao) tuyét voi gilp bao vé
hdp sb ngay ca khi chiu tai trong va rung dong cao.

i Pic tinh Phwong phap thir 80W90 L Ddc tinh Phwong phap thw 85W140
1. Appearance VISUAL B&C 1. Appearance VISUAL B&C
2. Color ASTM D-1500 L3.5 2. Color ASTM D-1500 L3.5
3. Density @ 15C,g/ml ASTM D-1298 0.884 3. Density @ 15C,g/ml ASTM D-1298 0.902
4, Viscosity @ 40C, cSt ASTM D-445 143.1 4. Viscosity @ 40C, cSt ASTM D-445 356.8
5. Viscosity @ 100C, cSt ASTM D-445 14.96 5. Viscosity @ 100C, cSt ASTM D-445 27.36
6. Viscosity Index ASTM D-2270 105 6. Viscosity Index ASTM D-2270 103
7. Flash Point, COC, C ASTM D-92 236 1. Flash Point, COC, C ASTM D-92 236
8. Pour Point, C, ASTM D-97 -15 8. Pour Point, C, ASTM D-97 -15
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DAU HOP SO TU PONG

DAU HOP SO - ATF (Automatic Transmission Fluid)

Tiéu chuén ky thut:

Allison C-3 & C-4, BMW La2634, Chrysler/
Dodge/Jeep 05127382AA, Ford XT-2-QDX,

GM DEXRON®-IIIH, Jaguar JLM 20292,

Porsche ATF 3403-M115,

Renault DPO/AL4, Toyota ATF D-III, VW G US 000 162

Tiéu chuan ky thuat:

Allison C-3 & C-4, BMW La2634, Chrysler/
Dodge/Jeep 05127382AA, Ford XT-2-QDX,

GM DEXRON®:-IIIH, Jaguar JLM 20292,

Porsche ATF 3403-M115,

Renault DPO/AL4, Toyota ATF D-III, VW G US 000 162

Allison C-3 & C-4, Bosch TE-ML 09,
Ford XT-2-QDX, GM DEXRON®-IID,
Mazda ATF D-II, Opel/GM 19 40 700,

Tiéu chuan ky thuat:
Renault Matic D2, Toyota ATF D-II, Volvo 97325

SYNCROGEN
ATF

DEX-1I

SYNCROGEN
ATF

DEX-1II

SYNCROGEN SYNTHETIC ATF DEX Il 1a dau truyén dong
tw dong, duoc st dung trong cac bo truyén dong tw dong va
bo diéu khién cong suét clia nhidu loai phuong tién theo yéu cau
ctia Dexron® IID ho&c Mercon®. Pwoc phé duyét d& siv dung
trong nhiéu hop sb ty dong hang nang ctia Chau Au va hop sb
co clia Mercedes-Benz. San pham gitp 6n dinh nhiét, chdng tao
cén va kéo dai tudi tho hoat ddng clia diu nhét. Téng cudng
d&c tinh chéng ma sat va chdng mai mon, duy tri hoat dong
hiéu qua cla thiét bi. Kha ning twong thich hiéu qua lam giam
nguy co ro ri.

SYNCROGEN SYNTHETIC ATF DEX Ill 1a dau truyén
dong tw dong dap trng cac tiéu chuan clia GM Dexron®
IIG va Ford Mercon®. Dau bbi tron nay dwoc sén xuét
béng 100% dau gbc tdng hop va cac chéat phu gia tién tién
dap (rng yéu cau day thach thirc clia méi trwdng truyén
dong tw dong. L

San pham giup chuyén so tron tru khdng rung dong. N6
tranh dwoc sy suy gidm chét lwong nhé thanh phan phu
gia cao cAp chéng oxy hoa va chit tay rira. N6 tranh sw dot
bién hodc qua tai d6t ngot khi khéi dong may trong thoi tiét
lanh. )

Ngoairané con gitip ngan chan ro ri dau.

SYNCROGEN TONG HOP ATF DEX VI duwgc phé duyét
dé str dung cho tat ca cac hop sbé tw ddng clia General
Motors. g .

V&i dd nhét thap nd gilp tiét kiém nhién liéu so véi cong
thtrc dau dwoc pha ché dé& dap (rng Dexron® IlIH hodc
cac thong sé ky thuat trirdc do. ) g
Duoc san xuat béi dau goc tong hop cao cap va cac chat
phu gia hién dai gitp cho kha nang chéng oxy hoa vuot
tréi va kéo dai tuc“’)i‘tho bé truyén déng. p
Tang cwong d6 bén virng ma sat giup cai thién hiéu suat
chuyén sb ctia bo truyén dong.

T Dic tinh Phwong phap thir| DEX 11
1. Appearance VISUAL B&C
2. Color ASTM D-1500 Red
3. Density @ 15C,g/ml ASTM D-4052 0.875
q. Viscosity @ 40C, cSt ASTM D-445 39.52
5. Viscosity @ 100C, cSt ASTM D-445 .62
6. Viscosity Index ASTM D-2270 163
7. Flash Point, COC, C ASTM D-92 220
8. Pour Point, C, ASTM D-97 -42

T Pic tinh Phwong phap thie|  DEX Il
1. Appearance VISUAL B&C
2. Color ASTM D-1500 Red

3. Density @ 15C,g/ml ASTM D-4052 0.88
4, Viscosity @ 40C, cSt ASTM D-445 36.62
5. Viscosity @ 100C, cSt ASTM D-445 7.50

6. Viscosity Index ASTM D-2270 178

7. Flash Point, COC, C ASTM D-92 226

8. Pour Point, C, ASTM D-97 -42

T Pic tinh Phwong phap thie | DEX VI
1. Appearance VISUAL B&C

2. Water Crackle HOT PLATE Nil

3. Color ASTM D-1500 Red

4. | Density @ 15C,g/ml ASTM D-4052 0.868

5. Viscosity @ 40C, cSt ASTM D-445 27.86

6. | Viscosity @ 100C, cSt ASTM D-445 6.0

7. | Viscosity Index ASTM D-2270 170

8. Flash Point, COC, C ASTM D-92 218

9. Pour Point, C, ASTM D-97 -4
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GENERAL PETROLEUM
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INCEN

HYDRAULIC

OGP

GENERAL PETROLEUM

HYDRAULIC

AW 68

Dau nhét cong nghiép



N

DAU CONG NGHIEP

Tiéu chuan ky thuat:

Bosch Rexroth RDE 90235, SEB 181222,
Parker HF-O/HF-1/HF-2, DIN 51524-2,

DIN 51524-3, 1SO 11158, GB 11118.1-2011,
ASTM D6158, AIST 126, 127

= = = =i,
{ { 5 { {
&GP ) &oGr ) &oGr ) (#lcry )
AW 32 AW 46 AW 68 AW 100
4L aL 4
T Péc tinh Phwong phap tho 32 46 68 100
INGEN HYDRAULIC AW 32/46/68/100 la cac loai dau thiy lwc chéng 1. Appearance VISUAL B&C B&C B&C B&C
mai mon duoc thiét ké cho cac hé théng thay luc ap suét cao nhw bom 2. | Water Crackle Hot Plate Nil Nil Nil Nil
banh rang, bom piston hoac bom canh quat. Pwoc st dung hé phu gia
chéng mai mén INGEN HYDRAULIC AW OILS giam thidu hao mén trong 3. | Color ASTM D-1500 Golden Golden | Golden Golden
may bom canh quat va banh ring ap suét cao va ciing tuyét voi véi may 4. Specific Gravity ASTM D-1298 0.87 0.87 0.88 0.88
bom piston hwéng tru’c sw dl:mg c.?c b? phan beimgv dor\g. 5. Viscosity @ 40C, cSt ASTM D-445 32 46 68 100
INGEN HYDRAULIC AW ¢6 d6 on dinh nhiét tuyét voi va kha nang tach
nwéc hiéu qua cho phép thoat nwéc dé dang tir hd thu nwéc clia may. 6. Viscosity @ 100C, cSt ASTM D-445 5.4 6.8 8.7 11.26
Ngoai ra, san phdm con c6 kha ning chéng oxy héa téi wu, kha 7 Viscosity Index ASTM D-2270 100 100 97 98
nang khe tuyét voi va lam viéc trong nhiét do thap rat tét. .
8. Flash Point, COC, C ASTM D-92 226 232 242 256
9. Pour Point, C, ASTM D-97 -27 -27 -24 -21

) 25 208
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DAU CONG NGHIEP - Industrial Oil

Rock Drill Oil Compressor Oil Quenching Oil
Dau toi

D Dau May nén khi

' i

Dau ché bién cao su au may may cwa

Rubber Process Oil Chainsaw Oil
D

L

@
!
il

N

Neat Cutting Oil

Dau cat got kim loai

Soluble Cutting Oil
D

au cat hoa tan

@
|
]
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Motorcycle Oil
NHOT XE MOTO

100% SYNTHETIC
Motorcycle Oil Motorcycle Oil

CONG TY TNHH UNITED PETROLEUM - 2826B Pham Thé Hién, P. 7, Q. 8, HCM - 028 62647919 - 028 62647917
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4 Stroke - 4 Thi B'l""ﬂ:l-’
NHOT XE MOTO

DAU NHOT PONG CO XE MOTO 4T DAU NHOT PONG CO XE MOTO 4T
GP BYGEN 4T — SAE 20W50, API SJ GP BYGEN 4T — SAE 10W40, API SL
JASO MA2 JASO MA2

B7GEI
8T

10W-40,
APISL

Motorcycle Oil

GP BYGEN 20W50 SJ/ 10W40 SL la dau nhét dong co hiéu suét cao dwoc phat trién déc biét cho dong co Métd 4 thi. Dap ng cac
yéu cau nghiém ngat clia cac nha san xuat dong co cong suat Ién. Bygen 4T phu hop cho tat ca ddng co phan khéi I&n lam mat bang khi
va bang nuwdc va xe tay ga. Mot trong nhirng diém ndi bat [a bo truyén dong va ly hop dwoc bdi tron tdi wu nhd sw tudn hoan clia dau
dong co. Tao man bdi tron manh, bén vitng va tinh &n dinh oxy hoa cao gilp dong co' chiu nhiét tuyét voi. GP BYGEN nhanh chéng
dén ting chi tiét dong co gilp chéng mai mon tdi wu, bdo vé dong co manh mé, lau dai du trong diéu kién chay xe ngan hodc
hoat ddng lién tuc. GP Bygen chéng tao can & Piston, van ciing nhw bj trot hodc dinh bé ly hop khi khéi dong é nhiét do thap.

T Pic tinh Phwong phap thee | 20W50 i Dic tinh Phwong phap thee | 10W40
1. Appearance Visual B&C 1. Appearance Visual B&C
2. Color ASTM D-1500 L2.5 2. Color ASTM D-1500 L2.5
3. Density @15C, gm/cm3 | ASTM D-1298 0.88 3. Density @15C, gm/cm3 | ASTM D-1298 0.88
4. Viscosity@40C, cSt ASTM D-445 110.62 4. Viscosity@40C, cSt ASTM D-445 168.42
5. Viscosity @ 100 C, St ASTM D-445 14.80 5. Viscosity @ 100 C, St ASTM D-445 19.20
6. Viscosity Index ASTM D-2270 138 6. Viscosity Index ASTM D-2270 130
7. TBN, mg KOH/gm ASTM D-2896 1.4 7. TBN, mg KOH/gm ASTM D-2896 7.3
8. Flash Point, COC, C ASTM D-92 220 8. Flash Point, COC, C ASTM D-92 240
9. Pour Point, C ASTM D-97 -33 9. Pour Point, C ASTM D-97 -30
10. CCS (Viscosity (mPa-s ASTM D-5293 -33 10. CCS (Viscosity (mPa-s ASTM D-5293
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4 Stroke & Scooter -100% SYNTHETIC

DAU NHOT BONG CO XE MOTO 4T

& XE TAY GA SCOOTER

GP BYGEN 4T - 100% SYNTHETIC
SAE 10W40, API SN — JASO MA2

DAU NHOT PONG CO XE MOTO 4T
& XE TAY GA SCOOTER

GP BYGEN 4T - 100% SYNTHETIC
SAE 15W50, API SN — JASO MA2

By oeErl

NHOT XE MOTO

BYGEN 4T SYNTHETIC 10W40/15W50/20W50, API SN, JASO MA & MA2 [a nhirng loai dau dong co cao cap dwoc san xuét
bang dau géc tong hop va hé phu gia cong nghé tién tién. La nhitng san pham c6 hidu suét cao nhét cé kha néng bao vé
tuyét voi va tao nén hiéu sudt dong co vuot trdi cho tat ca cac loai xe Motd hién dai va xe tay ga Scooter.
Gilp tiét kiém nhién lidu, giam ma sat va chéng mai mon déng co. Gilp chéng nhot bi ¢6 dac hodc bi phan hiy do dong
co hoat dong trong thoi gian dai

T Pac tinh Phwong phap thee | 10W40
1. Appearance Visual B&C
2. Color ASTM D-1500 L2.5
3. Density @15C, gm/cm3 | ASTM D-1298 0.87
4. Viscosity@40C, cSt ASTM D-445 144.28
5. Viscosity @ 100 C, St ASTM D-445 19.56
6. Viscosity Index ASTM D-2270 156
1. TBN, mg KOH/gm ASTM D-2896 10.2
8. Flash Point, COC, C ASTM D-92 232
9. Pour Point, C ASTM D-97 -39
10. CCS (Viscosity (mPa-s ASTM D-5293 <7000

T DPéc tinh Phwong phap thir | 15YY50
1. Appearance Visual B&C
2. Color ASTM D-1500 L2.5
3. Density @15C, gm/cm3 | ASTM D-1298 0.87
4. Viscosity@40C, cSt ASTM D-445 148.86
5. Viscosity @ 100 C, St ASTM D-445 19.24
6. Viscosity Index ASTM D-2270 148
7. TBN, mg KOH/gm ASTM D-2896 9.6
8. Flash Point, COC, C ASTM D-92 228
9. Pour Point, C ASTM D-97 -39
10. CCS (Viscosity (mPa-s ASTM D-5293 <9500
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Grease
Mo boi tron




MPZ,MP3,EP2, EP3/ EP4 GHEH@GE"

Mo boi tron
LOl iCH: Tiéu chudn ky thuat:

Buoc s dung trong giao thong, néng nghiép va thiét bi ngoai trei, hoat dong
trong diéu kién &m wét, bui bdm. Greasgen EP dap (rng cac yéu cau vé hiéu
suat clia NLGI LB. N6 cung cap kha nidng chiu tai cao, kha nang bom,
chdng nuéc va bao vé vwot troi chdng ri va oxy hoa.

Chéng riva tréi boi nwée. Phu hop trong pham vi nhiét
rong. Co ché hoat dong 6n dinh. Kha nang bom tét.
S dung da chirc nang.

Lithium Grease

MP-2

Lithium Grease

MP-3

Lithium Grease

EP-2

Lithium Grease

EP-3

i

GREASGEN MP 2 & 3 Ia loai m& Lithium chét lwgng cao, phu hgp cho nhiéu

; GREASGEN EP 2/3/4 1a m& boi tron cuc &p da nang, san xuét bang dau khoang
trng dung. Chung dwoc str dung trong thiét bi 6 t6 va bbi tron chung, st dung

tinh luyén va cac chat phu gia dac biét giup tdng cwong hiéu qua trong cac (ing

& nhiét do 1en toi 120 ° C va noi co nwdc 6 nhiém . Duoc san xuét tir dau goc dung 6 t6. Greasgen EP |a mét loai m& Lithium da nang, bén, dwoc thiét ké dé béi tron
chatlwong cao dau mé nay cé kha nang chéng oxy hoa tét va do diém rét thap hiéu qua va tiét kiém, si dung cho khai thac va thiét bi xay dung. Greasgen EP dugc
chung c6 thé bdi tron & nhiét d6 xudng t¢i-20°C. ding dé bai tron vong bi trwot, 6 bi, & I&n, khop ndi, khung va cac (ng dung chéng
GREASGEN MP 2 & 3 giam thiéu hao mon trong dieu kién tai trong chiu It va sdc hodc rung khac nhau. Greasgen EP dugc khuyén dung dé boi tron cac thiét bi
chong lai viéc bi rira tréi bdi nwde, dac biét khi thiét bi hoat dong lién tue trong cong nghiép nhu vong bi nang, vong bi tron qua tai. Hoat déng trong diéu kién tai

diéu kién &m waot. N6 hiéu qua trong pham vi nhiét 6 rong va bao vé chong ri gian doan hoc séc.
va dn mon thiét bi.

T Pac tinh Phwong phap thte EP -2 EP -3

T Pac tinh Phwong phap ther [ NLGI GRADE 2 | NLGI GRADE 3 1. Appearan.ce VISUAL Smooth Semi Hard
1. Soap Type Lithium Lithium 2. Color VISULA Yellowish Yellowish
2. | Appearance VISULA Yellow Yellow 3. | soap type B Lithium Lithium
3. Worked Penetration @ 25 € ASTM D-217 265-290 220-250 4. Penetration@ 25C Worked 60sf  ASTM D-217 265-295 220-250
4. Dropping Point C ASTM D-566 184 194 5. Drop Point ASTM D-566 Min 190C Min 190¢
5. Corrosion to sopper Strip ASTM D-130 Negative Negative 6. Copper Strip Corrosion ASTM D-130 1a 1A
6. Texture VISUAL Smooth Smooth 7. Pump ability — Good good

8. Working Range, C — -10 to 150 -10 to 150

9. Timken OK Load, Ib ASTM D-2509 50 50

10. | Base Oil Viscosity @100C ASTM D-445 11 cSt 11cSt
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ENGINE OIL
TREATMENT

T

E _-M

Oil Treatment la phu gia hiéu suét
cao da chlrc nang gilp gidm ma sat
va mai mon va 6n dinh do nhét.
N6 bdo vé dau dong co chéng lai
sw mat do nhét ngay ca trong nhirng
diéu kién khac nghiét nhat va bao
vé doéng co chdéng bi mai mon.
Oil Treatment dwoc sdn xuat béng
coéng nghé phu gia mé&i nhét va twong
thich v&i tAt cd cac loai dau dong
co gbc tbng hop va géc khoang.

Déi voi tat ca cac dong co xang va
diesel xe 6 t6 doi méi hoac da qua
s dung. Dung tich (300 ml) la da
cho tbi da 5 lit dau déng co.
Sau khi thém vao dau déng co giup
dong co chay ém. San pham coé thé
dwoc thém vao bat ¢l lic nao.

'l_

ENGINE OIL
FLUSH

Engine Flush 1a suv két hop déac
biét ctia chat phu gia va chat truyén dan.
Chét phu gia tay rira va phan tan co hiéu
qua cao lam danh tan bun va can, tat
ca cac can hoa tan va khong hoa tan
trong dau sé bi loai bé trong lan thay dau
sau d6. bong co sé dwoc lam sach
cén, 6 nhiém va sau do6 dwoc phi
bang dau mé&i khéng bi nhiém tap chéat
cll, tv d6 dau nhot sé& phat huy cac dac
tinh, hiéu suét day da cta né. San pham
¢6 chrc nang lam sach nhe nhang, nhanh
chéng. Trung tinh véi cac thanh phan trong
dau déng co. Dé s dung va tiét kiém chi
phi. Khéng gay 6 nhiém méi trwéong.

CARE CARE —

ENGINE Ol
SMOKE STOP

Bow

—

SMOKE STOP lam giam muwc tiéu
thu dau cia dong co xang va diesel.
N6 ngan chan khéi xanh va swong mu
dau va chéng lai sw mat d6 nhét cua
diu nhét dong co. Smoke Stop lam ting
ty 1& nén va gidam tiéng 6n doéng co.
Bao vé dong co khong bi mai mon &
mirc dd rat cao. Giup kéo dai tudi tho cla
dong co. Phu hop véi tat cd cac dong co
x&ng va diesel, twong thich véi tat ca cac loai
dau déng co c6 san trén thi trwdng.
Khong thich hop dé& st dung trong xe
may vé&i bo ly hop wot. Mot lon ddu Smoke
Stop 300 ml dung cho 4 - 6 lit dau déng co.

ADDITIVES
CAR CARE

INJECTOR
CLEANER

‘@

FUEL INJECTOR
CLEANER

E mmrﬂ’”

Fuel Injector 1a mot sw két hop hiéu qua
clia cac chat tay riva va bao vé. San pham
dwoc san xuat theo tiéu chudn méi nhét
vé cong nghé nhién liéu va phu gia va
dap *ng cac yéu cau clia dong co, nhién
liéu va diéu kién van hanh hién nay. Thich
hop cho tat cad cac hé thdng phun xéng
nhv hé théng K, KE va L-Jetronic.

Lam sach hé thc“')ng phun va can do nhién
lieu. Loai bé can carbon cling nhw can
ttr nhién liéu ma cé. Hiéu quad trong
tat cd cac hé théng phun. Dam bao hiéu
suat x& ly t6i wu va gitp tiéu thu nhién
liéu thdp do liéu lwong phun chinh xac.
Thich hop cho moi loai xang, dung cho
70 lit nhién liéu. S&n phdm nay cé hiéu
qua hon 2.000 km.
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